SAAB SEAEYE LYNX

Remotely Operated Vehicle (ROV)

KEY FEATURES IMAGE INTERFACES

e Surface Power Supply Unit and Surface Confrol Video 3 x SD (Composite)

o Fibre Optic MUX with Video, Serial Data & Ethernet Camera 1 &2 Share alive feed via

e 4 horizontal & 2 vertical thrusters supplied with 250 Volts DC Video Relay in EPOD
Camera 3 Permanently live

Tri State Zoom/Focus

DIMENSIONS

Size 1230 x 815 x 605 mm
Weight 200 kg

PERFORMANCE SPECIFICATIONS

Safe Working Load 360kg @ Sea State 6
Through Frame Lift 160kg @ Sea State 6
Forward Speed 3 knofts

Thrust Forward 66 kgf

Thrust Lateral 47 kgf

Thrust Vertical 43 kgf

STANDARD INSTRUMENTS

Tilt 24VDC, PWM Control,
Pressure Compensated
Lighting 4x 250VDC PWM LED Lamps,
Dimmable Daylight White 3520
Lumens
Depth Sensor 300 Bar, +/-0.01% FS accuracy
AHRS Magneto-resistive

Heading: 1.0° Typical
Pitch/Roll 0.4° Typical

CMG is based on the east and west coasts 9 /‘HOUSTON
of Australia, with additional capability in e
Houston, Texas, enabling rapid deployment

both nationally and internationally.
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